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What is Thermal Energy Storage?

ñ StoringHigh or Low temperature 

energy for later use in order to bridge 

the time gap between energy 

availability and energy use ò



Types of Thermal Energy Storage

Sensible TES Latent TES

Chilled/Hot Water Ice TES Eutectic TES



Sensible Heat vs Latent Heat
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Latent Heat Capacity

Sensible Heat Capacity

VPCM stores as much 

energy as a water ȹT of 

40K

VSensible heat leads 

to increased heat 

losses to surroundings

VWith PCM you can 

ñselectò a phase 

change temperature



Eutectic Material

Phase Change Material (PCM)

EutecticïñMixture of two or more chemicals (inorganic 

salts) having a freezing / melting temperature point 

which is higher or lower than those of water 0ºC (32ºF).ò

Organic Compounds

ÅWaxes

ÅOils

ÅSoya / Sugar

Salt-Based Solutions

ÅOrganic Salts

ÅGlauberôsSalt

ÅCalcium Chloride
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Solid Plastic Encapsulated PCM



Metal Encapsulated PCM



Flexible Encapsulated PCM



Free Energy



Solar Applications



Commonwealth Village, Australia
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World Cup Stadium, Qatar



Passive Cooling

NIGHT (+21ÁC / 69ÁF)

ROOM (+26ÁC / 80ÁF) MAX

PCM 

+27ÁC / 81ÁF

DAY (+35ÁC / 95ÁF)



Passive Cooling

NIGHT (+21ÁC / 69ÁF)

PCM 

+34ÁC / 94ÁF

DAY (+55ÁC / 131ÁF)

ROOM (+45ÁC / 113ÁF) MAX



Free Cooling
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Free Cooling

+15ÁC
PCM 

Energy Storage



Melbourne City Council Office, Australia

+15ÁC
PCM 

Energy Storage



Heat Pump System

Heat & Coolth Stored



EIDOS, Turin, Italy



Load Shifting

Conventional

PCM  Energy 

Storage Concept





T3 Energy Centre, Bergen Airport, NOR

4 x 60m3 Tanks 

filled with S13

(+13ÁC/55ÁF)

Total Capacity

10,000kWh

(2,840 RT-h)


